FUNCTION

PDM Addr 1
PDM Addr 2
PDM Addr 3
PDM Addr 4
PXDA Addr 1
PXDA Addr 2
PXDA Addr 3
DIM CONTROL
CLOCK
ENABLE
CLEAR
DATA 1
DATA 2
DATA 3
DATA 4
DATA S
DATA 6
DATA 7
DATA 8
LATCH LINE
TEST

EXT +12VvVDC
EXT -12VDC

CMSHARNESS #4
COLOR CODED WIRING LIST

CIP/CITB
POSITION

11
13
14
16
17
19
20
22
23
25
26
28
29
31
32
34
35
37
38
40
41
43
44

COLOR PAIRS
(gnd w/logic)

BLACK W/RED
BLACK W/WHITE
BLACK W/GREEN
BLACK W/BLUE
BLACK W/YELLOW
BLACK W/BROWN
BLACK W/ORANGE
RED W/WHITE

RED W GREEN

RED W/BLUE

RED W/YELLOW
RED W/BROWN
RED W/ORANGE
GREEN W/WHITE
GREEN W/BLUE
GREEN W/YELLOW
GREEN W/BROWN
GREEN W/ORANGE
WHITE W/BLUE
WHITE W/YELLOW
WHITE W/BROWN
WHITE W/ORANGE
BLUE W/YELLOW

CONNECTOR-PINS
(logic, gnd)

C8-1,2
C8-34
C8-5,6
C8-7,8
C8-9,10
C8-11,12
C8-13,14
C9-7,8
C9-1,2
C9-34
C9-5,6
C8-19,20
C8-21,22
C8-23,24
C8-25,26
C8-27,28
C8-29,30
C8-31,32
C8-33,34
C9-13,14
C9-15,16
C9-34,36
C9-35,37

*CIP/CITB VDC LOGIC GND POSITIONS: 12, 15, 18, 21, 24, 27, 30, 33, 36, 39, 42

FUNCTION

CURR. MONITOR 1
CURR. MONITOR 2
CURR. MONITOR 3
CURR. MONITOR 4

DEFINITIONS:

TB1A-Terminal Block 1A in 334C cabinet.
TB1A-C10: terminal block 1A position 1& 2 connected to C10 connector pins 1& 2.
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CMSHARNESS#5

COLOR CODED WIRING LIST

CIP/CITB
POSITION

2&3
4&5
6&7
8&9

COLOR PAIRS

BLACK W/RED
BLACK W/WHITE
BLACK W/GREEN
BLACK W/BLUE

CONNECTOR
(TB1A-C10)

12&13-1&2
14&15-3&4
16&17-5& 6
18&19-7&8
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